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Using the 

Setup Menu

To access the Setup Menu, the printer must be OFF 

LINE.  If the printer is ON LINE, press the On Line but-

ton once so the indicator above the button turns off.  

Then, press and hold the Menu button for two seconds 

to display the Setup Menu.

The Setup Menu options are:

1. Stop on Feed Err (Error)

2. Feeder Signal

3. Lines Per Address

4. Line Termination

5. Hex Dump Mode

6. Language

7. Transport Speed

8. Postal Bundle Break

9. Pre-Purge

10. Feed Gap

11. ROM Revision #

12. Print Head Size
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 Setup Menu Menu Options

A.  SYMBOL SET

B.  INCH/MILLIMETER

C.  MENU LANGUAGE

1.  STOP ON FEED ERR

2.  FEEDER SIGNAL

3.  LINES PER ADDRESS

4.  LINE TERMINATION

5.  HEX DUMP MODE

6.  LANGUAGE

7.  TRANSPORT SPEED

8.  POSTAL BUNDLE BRK

9.  PRE-PURGE

10. FEED GAP

11. ROM REVISION #

12. PRINT HEAD SIZE

Using the 

Setup Menu 

(continued)

NONE

ON/OFF CONTROL

PULSE OFF SIGNAL

ON/QUICK OFF

SIGNAL POLARITY

NOTE: To print 

a list of the Main 

Menu and Setup 

Menu settings, 

press the Test 

button when ROM 

REV is displayed. 

ENABLE/DISABLE BREAK

BREAK CHARACTER

BREAK CHAR COUNT

PAUSE TIME

PURGE AT START

PERIODIC PURGE

PURGE INTERVAL

NOZZLE KEEP ALIVE

SELECTABLE GAP

STREAM FEEDING



A-18

Printer Menus

1. Stop On Feed Err (Error)

Use this option to stop the printer from feeding more 

media when an error occurs. Otherwise the printer will 

continuously feed media until the record is accurately 

printed before continuing onto the next record. Stop-

ping the printer when an error occurs is helpful when the 

media is in short supply.

For instructions how to use the menus and select an op-

tion, refer to page A-4.

2. Feeder Signal 

The Feeder Signal option is for feeders that work with 

5 volt DC signals. The printer will signal to the feeder 

when it receives one or more records. If an error oc-

curs when the Stop On Feed Error option is enabled the 

feeder signal will be cleared to stop the feeder.

A. None

This option disables the feeder signal.

B. On/Off Control

This option turns a signal on whenever one or more re-

cords are in the buffer to be printed. The signal is  turned 

off once the last record in the buffer is being printed. The 

signal will also turn off when an "Early Feed Error" oc-

curs while the Stop On Feed Error option is enabled.

C. Pulse Off Control

This option turns on a signal when:  

• the sensor detects the leading edge of the envelope 

for the last address to be printed at the print heads or

• when an early feed error is detected (if the Stop On 

Feed Error option has been selected). 

In either case, the signal will be cleared one second 

later.
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2. Feeder Signal (continued)

D. On/Quick Off

This option turns on a signal whenver one or more 

reocrds are in the buffer to be printed. The signal is 

turned off once the sensor detets the piece to print the 

last record of the buffer on.

E. Signal Polarity (Active On/Active Off)

This option reverses the signal used to trigger the feed-

er. 

• Active On actives and external feeder by switching 

on the feeder signal. 

• Active Off activates an external feeder by switching 

the feeder signal off.

For instructions how to use the menus and select an op-

tion, refer to page A-4.

3. Lines Per Address

Use this option to set the number of lines of text in the 

address field. It can be set from 1 to 66.

For instructions how to use the menus and select an op-

tion, refer to page A-4.

4. Line Termination

This item allows the printer to interpret what the Line 

Termination (end of a line of text) is for different operat-

ing systems or software. Choose from the various Line 

Termination formats to get the correct line count and 

then the record will print correctly. 

The typical software line termination is CR = CR; 

LF = LF. If your software is not typical then the Line 

Termination can be modified. The menu choic-

es are (CR=CR;LF=LF), (CR=CR+LF;LF=LF), 

(CR=CR;LF=CR+LF), and (CR=CR+LF;LF=CR+LF).
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